
B-6320-Dp

5-31-21

DRG . NO .

DATE :

R

F Rating 2 Hrs.

W.H. Directory Reference 97 Edition

W.H. Design No. PS/PH 120-02

Firestop Device 

85.10

64.85

Other manufacturers spec drain tops can be used in place of the ProSet  top.

Add (X) to PN for 5 " Strainer - Add (SQ) for 5" Square Strainer

S35470

A00138BLK

A03238

P35903

P3563HX-CH

S25470

A00138BLK

A02238

P25902       

P2563H-SorF-CH

 Size

3/8"

3/8"

3"

3"

3"

3"

2"

2"

2"

2"

l

Part No. Description 

2" Shower/Floor Drain 
2" P-90 Pipe Nipple

2" Hanger Assembly 
Preset Insert

2" E-Z No-Hub Coupling

3" Floor Drain

3" P90 Pipe Nipple

3" Hanger Assembly 
3/8" Preset Insert

3" E-Z No-Hub Coup

  .75

Price

ing     7.50

68.20

  3.90

53.40

1.35
6.45
1.60

1.35
5.45

Unit

Total

-S After part number is for Shower Drain.  -F After part number is for Floor Drain

SEE COMPONENT DETAIL P-63 FOR ORDERING STRAINER OPTIONS

USED FOR SHOWERS OR FLOOR DRAINS

CAN BE USED WITH ANY SPEC DRAIN STRAINER TOP

NICKEL BRONZE - CHROME OR POLISH BRASS - USE - NB, CP or PB

P-63 OPTIONAL STRAINERS

PROSET CAULK

NO-HUB COUPLING

CORED HOLE COUPLING

C.I. P-TRAP

(BY OTHERS)

(BY OTHERS)

ANCHOR

S-01

HANGER

(BY OTHERS)

P-55A

SHOWER/FLOOR DRAIN FITTING ASSEMBLY
PRECAST OR EXISTING CONCRETE

FOR FLOORS

DRAIN BODY & CLAMPING RING

PROSET CAULK
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