
ROOF DRAIN FITTING ASSEMBLY 
CONCRETE ON WOOD FORM 

FOR FIRE RATED ROOF 

DOMED ROOF DRAIN 
P-67 PS #20

U 
NOTE: USE P-90 PVC PIPE 

PS# 11 

� / 
NO-HUB COUPLING 

� 
(BY OTHERS) 

/C.I. PIPELJ/ (BY OTHERS) 

SEE DRAWINGS B-6500-8,C OR D FOR INSTALLATION 
IN TUNNEL FORMS, METAL DECK OR EXISTING CONC. 

Unit 
Size Part No. Description Price Total 

2" P2567H 2" Roof Drain 
2" P25902 2" P-90 PVC Pir.2e 
2" S25470 2" E-Z No-Hub Coupling 

55.85 
.75 
3.90 

60.50 
3" P3567H 3" Roof Drain 
3" P35903 3" P-90 PVC Pige
3" S35470 3" E-Z No-Hub oupling 

70.00 
4" P4567H 4" Roof Drain 
4" P45904 4" P-90 PVC Pi8e
4" S45470 4" E-Z No-Hub oupling 

74.45 
Note: P-90 pipe not needed if roof is not rated. 

W.H. Directory Reference 99 Edition 
Firestop Device 

•-=-=' W.H. Design No. PS/PH 120-02
F Rating 2 Hrs. 

�PRoSET

® 

SYSTEMS 

'•, FIRESTOP PENETRATOR-

DATE: 

5-31-21

D RG.NO. 
B-6700-Ap
B, ORD

60.90
1.60
7.50

 62.30
   2.15
 10.00




